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KVCR Process Waste Collection DrainKVCR Process Waste Collection Drain

Product Code Height Top Diameter Body Diameter Outlet Flow Rate
(untrapped)

KPWCD265/4” 9.84in (250mm) 10.43in (265mm) 8.6in (219mm) 4” SCH 10 100 US GPM (6.3 l/s)

KPWCD365/6” 9.84in (250mm) 14.37in (365mm) 12.55in (319mm) 6” SCH 10 234 US GPM (14.8 l/s)

Above examples shown for 4” and 6” outlet drains.  8” and 10” outlet versions are available. Contact info@kentstainless.com at any time for help with your , ow 
rate requirements.

SPECIFY - Kent KPWCD265/4”Process Waste Collection Drain; 10.4” (265mm) diameter top; 4”SCH10 (114.3mm) 
bottom outlet grade 316 stainless steel; complete with level sensor detection and ball valve shut oR .

The KPWCD265/4” is a Process Waste Collection Drain designed for install below 
a Dispensing Isolator.

The basic body of this drain is the same as our KVCR265 Sealed Cleanroom Drain – 
with a sealed cover including a funnel.  This has a point level switch mounted on a 
side inlet and a ball valve overhead.

Waste liquid from the Dispensing Isolator can O ow through the top inlet and into the stainless steel funnel above 
ground.  This funnel discharges directly into the sealed drain below ground.  The point level switch to the side 
monitors any liquid accumulation in that funnel and provides protection against overQ ll and backO ow.

In most cases a 4” or 6”SCH10 outlet is required because these are most popular with American Multinational 
Pharmaceutical companies who have scheduled stainless steel pipework to connect to, but this can easily be 
substituted for a 110mm or 160mm if being connected to polypropylene or PVC pipework.

This product is generally supplied without an internal foul air trap or debris basket.

INDUSTRIES

- BioPharma

- Pharmaceutical
(Amend underlined words to suit project. Contact info@kentstainless.com at any time for help with 
your speci� cation clause.)

Ball Valve Shut O<  
- optional

1” triclamp  
- optional

Ferrule Upstand  
- optional

Holding Flange 
- optional

Point
Level Switch

1” triclamp
Sealed Cover
with Tundish
& Side Inlet

10” triclamp
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